ERRATA SHEET 2 FOR MSS SP-44, Steel Pipeline Flanges

This “normative” errata correction applies to MSS SP-44, Steel Pipeline Flanges; specifically, the current 2016 (2017 Reissue) edition and previous editions that include 2006 and 2010.

NOTE THE FOLLOWING CORRECTION:


Page 3, Section 3.1.5 (involving impact testing/notch toughness). Replace the existing word “sheet” with “lot” in the sixth sentence (first paragraph). For example, correct the current text “From each sheet of steel, one set (three specimens) shall be tested at …” with the following: “From each lot of steel, one set (three specimens) shall be tested at …”

* Note this errata correction includes the original, replaced 2016 edition.

Previous 2010 and 2006 Editions

Page 2, Section 3.1.5 (involving impact testing/notch toughness). Replace the existing word “sheet” with “lot” in the fifth sentence (first paragraph). For example, correct the current text “From each sheet of steel, one set (three specimens) shall be tested at …” with the following: “From each lot of steel, one set (three specimens) shall be tested at …”

This Errata Sheet (number two) is intended for those who obtained the Standard Practice before the January 23, 2018 errata publication date indicated above or otherwise do not already have this information. Please include this Errata Sheet within your existing 2016 edition (or previous 2006 and 2010 editions) of the Standard Practice.

Future editions of this Standard Practice will include this corrected information.

PRESIDENT: M. A. Clark – NIBCO, Inc.
VICE PRESIDENTS: F. J. Washburn – Rotork Controls, Inc. • J. Barker – DeZURIK APCO Hilton, Inc.
TREASURER: G. M. Johnson – United Valve